NORMAL SIDEWALK GRADE TO BE

CONTINUOUS THROUGH DRIVEWAY.

SLOPE OF APRON TO MEET FRONT
EDGE OF SIDEWALK

PRIVATE DRIVEWAY PAVING
PER SECTION 3.4.A.2.d OF
THE ROAD ORDINANCE.
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i >-CONCRETE CURB

"\
1/2" PREFORMED EXPANSION
DRIVEWAY ENTRANCE JOINT FILLER
VARIES _|2'-0 VARIABLE - 14'-0" MIN., 24'-0" MAX. 2-0°]_ VARES
2-0"| | SEE NOTE "B" | |2'=0
| FRONT OF SIDEWALK ELEVATON——__ A— |
SNNNT T ——
N \y/
[~—EXPANSION JOINT _~CURB BELOW GUTTER LINE — EXPANSION JOINT——]

| SEE_NOTE "A" A—

NOTE A: WHERE CURB & GUTTER EXISTS, REMOVE AND RECONSTRUCT CURB & GUTTER TO FIRST JOINT ON EITHER SIDE OF ENTRANCE.
B. 1) FOR DRIVEWAYS SERVING ONE LOT THE MINIMUM WIDTH SHALL BE 10' & A MAXIMUM OF 20"

2) FOR DRIVEWAYS SERVING TWO OR MORE LOTS THE MINIMUM WIDTH SHALL BE 16" PER SECTION 3.4.A.2.e OF THE
ROAD ORDINANCE.

FRONT VIEW
i — R/W
n mucs I 4-0" NORMAL SIDEWALK

MAX. 1-1/2' Ul i /j-:—\
‘V 1/2" PREFORMED BIT

] EXP. JOINT FILLER

SECTION "A-A"
NOTE C: IF PRIVATE DRIVEWAY IS CONCRETE PROVIDE 1/2" PREFORMED EXPANSION JOINT FILLER AT R/W LINE.

CHARLES COUNTY GOVERNMENT STANDARD DETAIL REVISIONS:

RESIDENTIAL ENTRANCE
CLOSED SECTION R
WITH STD. 6" —_—
COMBINATION CURB & 2.35
: T‘?‘}ﬂﬂ GUTTER & SIDEWALK SET :
L/ T HIGRWAY Al ——— DATE BACK FROM CURB






